CONCRETE ENCASEMENT NOTE:
CONCRETE IS TO BE POURED AGAINST UNDISTURBED SOIL.

WYE FITTING

4" P.V.C. PIPE CONNECTION

UNDISTURBED SOIL

CLASS "B" MIN. CONCRETE ENCASEMENT

PLAN VIEW

DIAMETER OF PIPE PLUS PIPE ENBEDMENT

UNDISTURBED SOIL

FULL WIDTH OF TRENCH

SECTION THRU TRENCH
TYPICAL SEWER SERVICE CONNECTION
N.T.S.

GENERAL NOTES:

1. A RESIDENTIAL DOUBLE CLEANOUT IS REQUIRED AT THE PROPERTY LINE SEE TYPICAL WASTEWATER DOUBLE CLEANOUT SERVICE CONNECTION DETAILS.
2. SEWER SERVICE LATERAL IS TO BE:
   A. P.V.C.-SDR 35
   B. MINIMUM OF 4" IN DIAMETER
3. EMBDMENT OF LATERAL: PER EMBDMENT DETAIL.
SEE "TYPICAL WASTEWATER SINGLE STACK 2-WAY CLEANOUT FOR EXISTING SERVICE CONNECTION"

DEEP CUT WASTEWATER CONNECTION
FOR MAIN LINE CONNECTION 12' OR DEEPER

(N.T.S.)